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To examine the site while in the area.

Getting to the site:
Just east of rnile marker 105 on SR 24 rvest of Hanksville, there's a dirt road going nodl-r

from tl.re highway. It appears this road is used by people riding OFfV's on the shale hills in this area.

This dirt road is just to the west of a small drainage and a culvert under the highw'ay. East of the culveft,
there is a less distinct road which is the one you want to use. This road runs almost parallel to the
highway. Take it for about 350-400 feet into the slrale hills, and tbere's a road that leads riorth through a

drainage in these hills while the main road continues down into an intermittent drainage. Take the road
to the nodh for a few hundred feet and vou're there.

Observations:
The disturbance is relatively small, less than t/4 acre not including the road. The road

that leads north to the site should probably be considered part ofthe disturbance although the larger road
that basically parallels SR 24 appears to be pre-existing. The mine includes a trench about forty feet
long, six feet wide and three feet deep (Photo 1), and there is another small excavation (Photo 2). There
is no vesetation in the mine area or on the adiacent hills. There rvas a little trash.

Conclusions and Recommendations:
The operator should ensure that the traslr is cleaned up and sl-rould try to keep excavated

materials out of the drainage. This is not a serious problem.

Carl Hurst (operalor)
Buzz Rakou' (Hanksville BLM, UTU-71642)
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Photographs
5/055/017, Ursa Major Operation, Advanced Mineral Technologies, LC

Photo 1. Trench about 40 feet long, 6 feet wide, and 3 feet deep. Photo 3. Overall view of the area from an adjacent hill.


